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Manual

UCM safety control in accordance
with EN81-20 5.6.7 - to prevent an
unintended car movement

Manual: ENA3 Version 2.2

All rights to this manual are owned by company Variotech GmbH.
Copies for internal purposes may be made.

In preparing this manual we have used the utmost care, but we cannot guarantee the accuracy of
this manual, because mistakes cannot be avoided 100%.

The contents of this manual can be changed anytime without notice. For improving information we
will be grateful.

This safety control is designed exclusively for use in a lift control system and may be used only as
specified in this manual.

This description contains the information necessary for the intended use of the controller.
Knowledge about the safety of the operating field 'Lift' is assumed.
These skills are fundamental for the understanding of this description.
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General:
The safety control ENA3 is destined for use in safety circuits by a lift.
It consists of a fail-safe control module and proper sensors or magnetic switches.

ENA3 Unit performs a daily self-test.
Details on the self-test are described in more detail in the section "Self-test of the outputs”.

The activation of the brake actuators and a control input to verify the correct operation of the actuators
are implemented in the control module.

The (brake) actuators themselves are not part of this safety control or the description but must be
installed on-site at the lift.

Those stopping brake actuators can be used, which have been examined in accordance with the
requirements of EN81-20 and are able to stop the lift within the required distance.

These include examined traction sheave brake, safety gears in combination with an overspeed
governor rope brakes, guide rail brakes and safety valves that an EN81-20/50 type examination have
been subjected.

The software in the safety control is factory tested and sealed and can not be modified or changed in
any way.

Legend:
Particularly important information in the manual are identified as follows:
DANGER! + WARNING!

This notice must be strictly observed. The sign warns of imminent danger,
which can cause serious injury and death.

ATTENTION!

This note indicates attention to a hazard and informs of appropriate precautions
to prevent minor injuries and property damages.

IMPORTANT! - INFO!

This note presents situations that can lead to damage of equipment or facilities,
and provides tips for proper application and also provides information on key
passages and other special features.

© B b

Safety guidelines:

The safety instructions are an important part of the operating manual.

In consequence of non-compliance of the instructions, all warranty claims and
warranties, as well as potential liability claims are lost. Moreover all regulations
on accident prevention for lifts must be observed. All local rules must be taken
into account to prevent damage due to improper handling with voltages and
currents. Especially concerning protection measure and correct earthing.

>
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Training of the installation and operation personnel:

@

The operator may only use people for installation and commissioning, which have
the basic rules of accident prevention and safety knowledge and have read and
understood the safety instructions in this manual.

ESD: The operating personnel must ensure that the device is not damaged by an
electrostatic charge / discharge during installation / replacement. A direct contact
with the board / electronic components should be avoided or suitable protective
measures should be taken.

Warranty and liability management:

@

Intended use:

)

Warranty and liability claims will be lost if the control is not used as intended or if
any damage due to non-observance of the operating instructions or if the
installation and operating personnel have not been trained properly.

The application of ENA3 safety controls are provided solely lift systems.

The control may not be used in of other systems or particular in industrial plants.
The safety control ENA3 may only be used for the case defined in EN81-20 5.6.7,
to prevent of an unintendend movement of the car from a standstill.

Protection against electric shock:

The safety control ENA3 must be installed in a grounded or protective insulated
control box.

Technical description:

Layout and Connections:

Return contactor
safety circuit

LED “S”

Linking to safety
circuit device

Integration into
safety circuit

switching
UCM-brake actuator

fuse T2,5A

o ¢ LED “ZONE”
== i .
; 3 T
[5) ¢ LED ,uP*
12 ] 1 LED ,uP"
O 13 Variotech GmbH 6 LED ,FB*
@
14 4 11 e | i
ENA ntrol Connection
O Il s Scontrol 5 | Fe| o
‘ 16 6 | @ | feedback switch
=) 7 1LO | +24V supply
g 8 | © | -24V supply
- 9  © | protective earth
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Technical details:

Connection: plug-in terminals, no confusion because different numbers of poles.

The terminals are designed for a max. conductor cross section 1 mm? with sleeve, or 1.5 mm?2 without
sleeve.

The maximum cable length for the safety circuit tapping is limited to a maximum of 200m, in order to
prevent malfunction due to coupling.

If a cable length> 200m is required, this must be additionally protected by suitable measures.

All other cables are not limited in their length.

Connection cables must have a minimum cross-sectional of 0.75 mm?, except the magnetic switch.
cable length: there are no prescribed limits

The cables must be routed so that it can come to no damage during operation. (Protected installation).
Shielded cables are not necessary.

Safety Integrity Level: SIL2

Requirements: EN 81-20/50,
EN 13849 part1+part2
EN 61508 part1 to part7,
ISO 22201,
EN12015, EN12016

System response times: 70ms
- if there is an external safety circuit to bypass the doors and the
tap of the safety circuit (terminal 10/11) is after the doors..
30ms
- if no safety circuit is connected or monitoring

or
- for automatic doors if the tap of the safety circuit (terminal 10/11)

is between the car door contacts and the landing door contacts
(independent of an external safety circuit).

Operating ambient temperature: 5°C +55°C

Humidity (no condensation) <95 %

Storage temperature: —-25°C +70°C

Dimensions: 10cm x 10cm x height 7cm

Fatigue strength: according EN81-50

Resistance to shock: according EN81-50

Weight: 4009

Environmental conditions:

The ENAS security control is designed so that it pollutes the environment as little as possible. It emits
no pollutants and does not contain environmentally harmful substances and consumes very little
power.

Assembly / Fastening:

Installation of security control should preferably be close to the elevator control. If more space is
available in the control box, a free DIN rail width of about 10cm is required. Possible is also mounting
on the car roof.

If there is no space available, it is possible to mount the unit nearby to the control box.

In that case the safety control ENA3 can be delivered in a special industrial plastic housing.

An assembly without housing is not allowed, because a case is required with a protection factor of at
least IP2x.

Connections and terminal description:

Terminals 1, 2, 3: Connection for magnet switches (door zone) according to the schematic

The door zone is defined in each station by means of 2 magnetic tapes.

The dimension of the door zone should correspond to the unlocking zone of the door, and therefore
ENA3 UCM Control Manual Version 2.2 Date: 27.10.2023 page 5 of 12

Variotech GmbH, Gewerbeweg 5, 2230 Ganserndorf, Tel +43 2282 60310, https://variotech.com



® M. I and data sheet f
\,mlotech A et oot for

should be of approximately flush to the top / bottom of each 10cm (20cm total).
Note: For encoders of safety circuits, the requirements of EN 81-50: 2014, 5.6.3.1.1 apply.

Terminals 4, 5, 6: Connection for a feedback contact of the braking device.

( UCM-approved traction sheave brake, or UCM-approved safety gear and over speed governor)
The braking system must be monitored. If a normally closed -NC contact is available, this contact
should be used.

This also allows a detection of a line interruption.

However, if only one normally open contact (NO contact) is present it can also be used.

¢ A normally closed NC contact must be connected to terminal 5, 6
¢ A normally open contact NO contact must be connected to terminal 4, 5
¢ If no feedback contact is present, the terminals 5, 6 must be bridged.

Terminal 7 (PLUS), 8 (Minus): connection power supply 24V DC (+/- 10%)

Terminal 9: connection protected earth.

Terminal 10, 11:  connection for safety circuit and safety circuit feedback

with wide input voltage range:

10 i . This input automatically adjusts to the applied voltage
i > i in a range from 24V to 230V AC / DC.

11 6 i

Terminal 12, 13: Safety relay contact.

This contact is used to test a door zone bypass circuit of the door switches and
is integrated in series in the bypass. If no bypass circuit is present the terminals
12 and 13 remain free. When leaving the door zone the contact is opened so
SRS that the door switch can be tested without any interference from the bypass
circuit. The relay contacts have a switching capacity of 2,5A, 250VAC.

N N
w N

Terminal 14, 15:  Safety relay contact.

Relay contact  This contact will be integrated in the safety circuit according to the schematic
i diagram and serves to switch off the lift on the UCM error. To protect the
! ! contacts of the safety relay and thus to increase the reliability, a fuse in series
15 OI i with the contacts was implemented directly on the board.
! The relay contacts are designed for a switching capacity of 2.5A, 250VAC and
are fused with a 2.5A fuse.

Terminal 16, 17:  Safety relay contact.

'Relay contact

This contact is for switching off the UCM-braking system and should therefore be
integrated directly in the circuit of the braking device.

The relay contacts have a switching capacity of 3A, 250V.

i f

Note: Assuming that a connected coil with a suitable protective diode (freewheeling diode) is
connected, the relay outputs (terminal 12/13, 14/15, 16/17) switch a maximum DC voltage up to
24VDC, 1A.
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Displays, Signal Transducer and Switches:

LEDs: To view certain operating conditions 6 LEDs are available.

e 2 LED labeled with "Zone"
The LED indicates when the car is in a door-zone.
If both LEDs are lighted the car is within the door zone.

If only one LED is lighted a magnetic switch is defective and must be replaced.

e 2 LED labeled with ,uP* indicate that the safety system is working properly.

HMP Leds Activity

Lights continuously Elevator in the zone

Blinking fast Elevator out of the zone

Blinking slowly Elevator enters the zone

Blinking with pause and sound Error (see chapter ,Displaying type of error)

If one of the two LEDs is not lit, the safety controller is defective and must be replaced.

¢ 1 LED labeled with "FB" indicates the correct function of the feedback switch (braking device).
This LED should light when the car is stopped and the UCM-braking system has switched off.
If the LED is not lighted, the UCM-braking device or the switch must be checked.

e 1 LED labeled with "S" indicates when the safety circuit is activated (door contacts closed).
This LED must be lighted by closed and locked doors or rather closed safety circuit.

Piezo signal transducer (Buzzer):

e The Piezo buzzer is in normal operation without function.

However, if an error occurs the Piezo buzzer starts to beep - the same rate as the indicator of ,uP*

LED
Reset button:

¢ This button has no function during normal operation.

It serves only to restart ENA3 safety control after an error. The button must be pressed briefly. If
the button is jammed or otherwise remains in the pressed state, the safety circuit will not come into

operation again.

Optimization of the number of necessary traveling cable wires:
Especially in the modernization of existing lifts, there is often a lack of free traveling cable wires.

The following table shows the required number of traveling cable wires depending on what UCM

actuator is used an where it is mounted.

Version A: . On the car Reqw_red
ENA3 safety control mounted nearby the lift control Atlift box roof ”a"e'”.‘g
cable wires
Door zone switch - X 3
UCM brake actuator, and feedback contact - X 4
UCM brake actuator, and feedback contact X - -
supply 24V DC X X -
Safety circuit monitoring X - -
Safety circuit shutdown X - -
re-leveling: test and switch off the bridging of the safety x ) )
circuit
ENA3 UCM Control Manual Version 2.2 Date: 27.10.2023 page 7 of 12
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Commissioning:

door zone magnets were installed correctly.

2 It is assumed that the magnet switch is properly installed and the
The car must be in a door zone.

¢ Inspection of the correct mechanical fixation of the safety control

¢ Inspection of all connections and terminals

¢ Remove the orange plug and afterwards switch on the unit

e The 2 LEDs ,Zone“ must be on (car at level)

e The 2 LEDs ,uP“ must be on. Indicate that the safety system is working properly - no fault and all
relays are switched through.

e The LED ,FB® must be on. Indicates the correct function of the feedback switch (braking device).

e The LED ,S" must be on. Indicates when the safety circuit is activated. (Door closed).

e When safety circuit is open, the "S" LED must not light.
In the case of a negative test, one must assume a capacitive coupling in the safety circuit. This is to
be remedied on-site.

The orange plug must be connected again.
Now the lift can be tested.
All functions of the elevator controls should work properly.

Function test UCM-error:
Precondition for a meaningful review of the UCM function is a proper function of the lift itself and the
proper integration of ENA3 safety control.

Check before testing:

. After the correct installation of the ENA3 or pressing the reset button of the elevator
@ before the function test must make a Normal trip!

o All LEDs on the ENAS3 safety control must be lighted.

. All connectors must be plugged correctly

Actual testing (UCM error tests)

¢ Disconnect the connector with the terminal numbers 10 and 11 (safety circuit).

e The "S" LED must switch off.

¢ Give allift call.

e The car should be starting to move.

e As soon as the car leaves the door zone ENA-3 safety control initiates an emergency stop.

Effects of UCM-error tests:
e The car is located near the station with closed doors.
e The distance to the station depends on the effectiveness of the UCM-braking device.
¢ On the safety control ENA3 the LED ,uP“ is flashing and the LED "FB" is lighted.
All other LEDs must be off.
e The LEDs "uP" will flash 2 times with a subsequent pause of about 1 second.
This is the signal for an UCM fault. The piezo buzzer beeps additional to the LED in the same rate.
¢ Check disconnection of safety circuit terminals (terminals 14, 15) and terminals of the brake
actuator (terminals 16, 17).

UCM-error-reset:

Pressing the reset button on the control board of the safety control clears the error and the lift should
be back in operation mode, as far as the UCM-brake actuator does not require additional steps.
(release safety gear, etc.)

ENA3 UCM Control Manual Version 2.2 Date: 27.10.2023 page 8 of 12
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The error cannot be deleted by switching the device off and on.

Diagnostic-input

The function of the UCM-brake actuator or UCM-safety valve is monitored by a diagnostic switch.
The contacts of this switch have to be connected to the diagnostic input of the ENA3 control.

A LED (FB) indicates the correct function.

When multiple switches on the brake actuator are monitored and included, multiple normally closed
contacts can be connected in series or normally open contacts can be connected parallel.

The diagnostic function of the switch can be simulated:

The ENAS3 control has a LED (FB) which indicates the correct function of the unit.
If the UCM-brake actuator (brake, overspeed governor, safety valve, etc.) is in non-operating state
(lift stands still with activated brake actuator) the LED “FB” is on.

If the brake actuator is released, the LED switches off.

If there are dual circuit brakes, the function of the diagnostic switch is checked by releasing one part of
the brake. The LED must switch off and by releasing of the part brake the LED should go on again.
The second part of the brake should be tested too.

The instructions of the manufacturer of the UCM-brake actuators must be observed for proper testing
of the diagnostic switch.

The diagnostic switch can be configured as NO or NC contact:

Version: diagnostic switch is a normally closed contact (NC)
Diagnostics switch (NC) on terminal 5 and 6, terminal 4 stays free permanently.

Diagnostic switch as NC contact Diagnostic switch LED “FB”

Lift stands still, Terminal 5 and terminal 6 are lighted *

UCM-brake actuator in non-operating state connected by switch

Lift moves Terminal 5 and terminal 6 are not off
connected by switch (because NC)

testing of the diagnostic switch, Wire from terminal 5 (or terminal 6) off

then give a lift call must be disconnected.

After the end of drive the function of the LED “uP” flashes 3 times off

diagnostic switch is tested by ENA3 control.  |Buzzer beeps 3 times.

The ENAS control detects the error and switches off, thereby the lift is out of service.

Connect wire on terminal 5 or terminal 6 again.

Switch on the device again by pressing the reset-button.

Version: Diagnostic switch is a normally open contact (NO)
Diagnostics switch (NC) on terminal 4 and 5, make a permanently bridge from terminal 5 to terminal 6.

Diagnostic switch as NO contact Diagnostic switch LED “FB”
Lift stands still, Terminal 4 and terminal 5 not lighted *
UCM-braking system in non-operating state  |connected by switch

Lift moves. Terminal 4 and 5 connected by off

switch (because NO)

testing of the diagnostic switch, Bridge between terminal 4 and off
then give a lift call terminal 5.
ENA3 UCM Control Manual Version 2.2 Date: 27.10.2023 page 9 of 12
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After the end of drive the function of the The LED “pP” flashes 3 times. off
diagnostic switch is tested by ENA3 control. Buzzer beeps 3 times.
The ENAS control detects the error and switches off, thereby the lift is out of service.

Remove bridge between terminal 4 and terminal 5.
Switch on the device again by pressing the reset-button.

* If the brake actuator (e.g. coil) is not controlled (on/off) by the lift control and it rest in ,,on“ position
the LED ,,FB* will not be lighted if the lift is in the station!.

Note: There are different types and designs of diagnostic switches on the various UCM-braking
devices. For proper use the manufacturer's instructions of the UCM-braking device must be observed.
This applies to UCM-brake actuators like dual-circuit brake, a limiter with safety gear, cable brake, etc.
as well as for hydraulic lifts with UCM safety valves.

If the UCM-brake actuator has no diagnostic switches or contacts available to connect to the ENA3
control, it can be assumed that the UCM-tested brake actuator already includes other equivalent ways
of self-monitoring. Thus, the terminals 5 and 6 must be bridged, that the ENA3 control will still operate!

Error detection:

The ENAS safety control is responsible, for detecting a specific error ( UCM-error) and in the case of
an error, to initiate an immediate emergency stop of the lift.
The ENAS safety control itself has no direct control function of the lift.

Possible errors:

e Error in the ENAS3 safety control itself. Such an error is detected by the safety control itself and
always leads to a shutdown of the device, and thus the lift.

e Wiring errors at the inputs of the safety control are also detected and lead also to a shutdown.

e External wiring errors on the safe outputs of the safety control system must be detected during the
installation and must be corrected. The safety control must not be used until all wiring errors (no
missing or incorrect external connections) are corrected.

Concept for possible error detection and error prevention:
e Error indication by LEDs which are not lighted:
In normal operation and when the lift is in the station with closed doors, all LEDs on the board
should be lighted. It is therefore absolutely necessary to monitor the LEDs and in case of a not
lighted LED to find the cause of it.
e Detecting errors using the automatic testing of safety control:
If safety control detects an error, the ,uP* LED starts flashing and the piezo-buzzer starts beeping.
e Prevention of errors by suitable wiring management.
Errors in the output circuit are detected by a functional test.

Plausibility check: (Testing of the correct function)

e Redundant (twice arranged) transmitters and sensors for safety functions are subjected to an
examination for plausibility by ENA3 safety control. The functional test is carried out for all possible
combinations of the two transmitters. If a plausibility-error occurs the safety control shuts down
automatically.

e The feedback contacts of the brake actuator must be wired and evaluated properly, otherwise the
safety control would also shut down during the plausibility check.

Self-test of outputs:
e On power supply or after a reset, ENA3 performs a self test for the first 5 times when the caris in a
door zone with open safety circuit . After the first 5 trips the self-test is carried out every day.
The relays R1, R2, R3 switch during a test.
- With an open safety circuit (door opens) the test is carried out after about 2 seconds

ENA3 UCM Control Manual Version 2.2 Date: 27.10.2023 page 10 of 12
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- With a closed safety circuit the test is not performed
On a new drive the relay R4 switches quickly on/off upon exiting the door zone.
In case of pre-opening of doors it must be ensured that the brake has already fallen before the self-

test is performed.

¢ Disruptions of the peripheral wiring lead to the shutdown of the lift.
o Errors while switching of safety relay lead to the shutdown of the lift.

Display the type of error:
The ENAS safety control detects different types of errors. It saves them and displays (report) them

visually and acoustically.

Only by pressing the ENAS3 reset button it is possible to clear errors.

e Actual UCM error (unintended car movement).
If the lift is not in the door zone such an error will result in immediate shutdown of the lift.
ENAS displays the error by 2-time blinking of the LED and peeping of the buzzer.

e Errors of the UCM-brake actuator or feedback contact.

This error will result in an immediate shutdown of the lift in the door zone.
ENAS displays the error by 3-time blinking of the LED and peeping of the buzzer.

e Error in the microprocessor or in the electronic circuit.

This error will result in an immediate shutdown of the lift in the door zone.

ENAS displays the error by 4-time blinking of the LED and peeping of the buzzer.
e Malfunction in the control or within an output relay.

This error will result in an immediate shutdown of the lift in the door zone.

ENAS displays the error by 5-time blinking of the LED and peeping of the buzzer.

Cause of error

Error code

Troubleshooting

Error of safety relais
(R1,R2,R3)

1-fold flashing of the LEDs
MP and simultaneous
acoustic signal

Check supply voltage 24VDC!

Then press the ENA3 reset key.

If the error is still present, the device must
be replaced.

Actual UCM error UCM

2-time blinking of the LEDs
MP and peeping of a
buzzer

Push ENA3 Reset button

Errors of the UCM-brake
actuator or feedback
contact

3-time blinking of the LEDs
WP and peeping of a
buzzer

Check the brake actuator and the
feedback contact
Then push ENA3 Reset button

System error in the
microprocessor or in the
electronic circuit

4-time blinking of the LEDs
MP and peeping of a
buzzer

Push ENA3 Reset button
If the error occurs again you have to
replace the control unit

Error safety relay (R4)

5-time blinking of the LED
MP and peeping of a
buzzer

Push ENA3 Reset button.
If the error persists the device must be
replace.

Error of the magnetic
switches

6-time blinking of the LED
pP and beeping of the
buzzer

Check the magnet switches and if they
were installed correctly. Both magnetic
switches must always switch
simultaneously.

Error of input - safety
circuit tap

7-fold flashing of the LEDs
MP and simultaneous
acoustic signal

Check the safety circuit tap.

Then press the ENA3 reset key.

If the error persists, the device must be
replaced.

System error - error in
the microprocessor or
electronic circuit.

8-fold flashing of the LEDs
MP and simultaneous

Press the ENAS3 reset key
If the error persists, the device must be
replaced.

Error-Reset:

It is not possible to bring the unit back in operation (reset) by switching on and off the supply voltage.

ENA3 UCM Control Manual Version 2.2
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The error is stored permanently. Only by pressing the reset button on the control board the error of the
UCM safety circuit will be cleared and the lift should get back in normal operation, as far as the UCM-
brake actuator does not require additional measures. (for example, release of safety gear, etc.)

Maintenance:

There are no direct services or maintenance measures necessary. The safety control must always be
kept clean and dry. It must be ensured that the safety control is replaced after an operating period of
10 years or 3.5 million drives because the specified product life cycle of the safety relay has been
reached or exceeded.

Disposal and Recycling:

Unusable or irreparable devices and devices which have exceeded their lifecycle have to be disposed
in accordance to the applicable waste disposal regulations for electronic waste. The plastic housing
can be disposed as residual waste.

Included in delivery:

The scope of delivery includes the safety control ENA3, the manual and two special magnetic switches
(Encoder Typ C1511FDAQ0300S) for monitoring of the door zone.

The ENAS safety control will be delivered in a plastic housing which can be fixed on a DIN rail and
should be installed in the control box of the lift.

The safety control system needs a power supply of 24 VDC (+ / - 10%).

On request, the necessary magnetic tape (20cm per stop), a power supply for a supply voltage of
115V to 230V can be delivered as well.

In addition the unit can be installed and delivered in an industrial plastic housing (IP65).

Ordering information and spare parts:

Title Description Part number
ENAS3 Control 24V incl.  [Mounted in a plastic housing for DIN rail ENA3_V2MS
magnetic switches mounting with needed magnet switches

ENAS3 Control 24V excl.  [Mounted in a plastic housing for DIN rail ENA3_V2XX
magnetic switches mounting with needed magnet switches

ENA3 Magnetic switches [2x monostable magnetic switches MS-KIT

(redundant version)
incl. mounting kit

ENA3 EX magnetic 2x monostable magnetic switches in explosion- [MS-EX-KIT
switches proof design

incl. mounting kit
Magnetic tapes for door zone 20cm MAG-BAND-020

Fixation kit for magnetic  ffor indirect mounting of 2 magnetic strips on the MAG-BAND-BEF
tapes guide rails,
Power Supply 110V to DIN rail power supply for 24VDC supply voltage MDR-6024
230V ENA3
ENA3 with emergency ENA3 control unit incl. solenoid switch and an  [ENA3-NSE-BOX
power supply intelligent emergency power unit NSE with
various additional functions for UCM brake
actuators which must continue to be supplied in
the event of a power failure (e.g. overspeed
governor).

Other designs and special solutions on request.

ENA3 UCM Control Manual Version 2.2 Date: 27.10.2023 page 12 of 12
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Zertifikatszeichnung ENA3 Seil Hydraulik
Optional: Der Abgriff 10/11 kann bei automatischen Tiiren
zwischen den Kabinentiirkontakt und Schachttiirkontakt erfolgen!
Schachttir— Riegel— Kabinentiir—
Sicherheitskreis kontakte kontakte kontakte
Zuleitun _
<
—=— Haupt—
M tband Oberbriickung fiir Nachholung ES Uffnen des Arr}s}etle;ungh d:'s Aktuators | schiitze
agnetban Sicherheits— erfolgt durch die
in jeder (von bestehender Steuerung) g::xmf&"m::f_ kreises im Aufzugssteuerung E:l
Turzone Schaltung Fehlerfall 't A3 AKTUATOR
(ca. 20cm) 4
ENA3 Systemgrenze Begrenzerspule
oder Bremse oder
................ r—  — ¢ — — — —— — — Sicherheitsventil
E 3100 14 15 Sl(:herungI —
: |~ 12,54 | Diagnose  Rilckisiter
: gepriifte 16 Schalter icherheitskreis
: 2 SZ giecpr:grfr&:istreluis K4 Sicherheitrelais
H 3 ( ) K1,K2,K3
................ E I —_—— Kontrolle ob Aktuator
: Sicherheitskreis richtig arbeitet,
i | VARIOTECH ENA3 | Abfrageschaitung| LRI TtESt—mrs NC oder NO alternativ
TORZONENSCHALTER s TOV—A—AT—1—-11-0282—-XXXX—X L
ol ;| CEO40B 24v-230v | ' :
xz\bﬂm;’mw gelten die : AC/DC Wenn kein Schalter
Anforderungen nach [ angeschlossen wird
EN 81-50:2014, 5.6.3.1.2 E | 'V —— : 2 . Klemme 5—6 briicken.
H lersorgung . B
] g i
DL A_j 1 Schalter
H - - < T ———""——— Ausfiihrung " Schalter
Y eveneeeeeesinraereesessnneasassssnsasassssannsanssessafreseesesss ENAD Systemarenze?  SchlieBer (NO)  aisfihrung
Versorgung 24VDC, 0,2A Offner (NC)
Riickleiter
Sicherheitskreis
VYariotech ENA3 Sicherheitssteuerung ENA3 gitnbindung in [ Zeichnung Datum sheet
- euerun .04. 1
AUSTRIA Baumusterqgepriift 9 ENA3_Plan | 15.04.2021
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Type examination diagram Traction lift Hydraulik lift
option: when using atomatic doors, the monitoring 10/11 can be done
between car door contact and shaft door contact.
shaft door revolving door car door
- contact lock contact
safety circuit
suppl
o —_—
<
| I ——
main
ircui _?_ N opens the ACTUATOR must be contactors
safety circuit connection controlled by the 1
magnetic tape for re—levelling in case of lift_controll E
in each door zone opens the any fault 7
(ca. 20cm) connections A3 ACTUATOR ]
ENA3 system boundary. for test govemor coll or
rake coll or
................ : _—_—————e—e—ee - ——— - — s — 4 — — 4 safety valve
g : : r 12 3100 14 15 hFuse l: et
: Y 1:81: | 2,5A | diagnostics ng::r;l conductor
. : : : approved safety— 16! s switch
——_?f 2 f 52E ggg;o\{(ef safety— relay K1,K2,K3 = :
TP 3:(-) N B .
................ . I —_— % . checks the function
i | Safety clrcult :ﬂ?gfy‘fd £ 73 of A3 Actuator
. H VARIOTECH ENA3 itori 0
d tch H monitoring B
oor zone switches N TOVe Ae AT—1—11—0282— XXXX—X N relay K1,K2 | :
: CEo408  sau_ezav T [ AN
},’;‘3;‘223‘;', ?‘umel:;s,ﬁ: iﬁﬁ?,‘wy,,,;"“"‘s: : Z:X;ggov ‘NO: 4q|> i[ﬁ .77+ If no diagnostic switch
tandard H - . will be connected
sérf‘"&f’—rsﬁ 2014, 5.6.3.1.2 : I === ( ) 5<P 5, . strap terminal 5_6
H internal supply : 6 . L6 :
H! I | NC:6p: S
T L _7[ 8 1" ¢ Swn:ch version -
- +_ ____________ T - ———— : normally open " "switch version
: " .. ENA3 system boundary, . 3 (NO) normally closed (NC)
return conductor
dsafety circuit

Variotech ENA3

lift controller with

diagram Date sheet

Safety circuit ENA3 N A
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® ENA3
V“ ' l Otec h Konformitatserklarung

EU - Konformitatserklarung
EU - Declaration of Conformity

Wir VARIOTECH Produktions- und HandelsgesmbH

We

Gewerbeweg 5
2230 Ganserndorf
Osterreich / Austria

Erklaren in alleiniger Verantwortung, dass das Produkt
Declare under our sole responsibility that the product

UCM - Sicherheitsgerit ENA3
UCM - Safety device ENA3

Typenreihen: ENA3_VXXX

auf das sich diese Erklidrung bezieht, mit der/den folgenden Norm(en) oder normativen
Dokumenten iibereinstimmt.

To which this declaration relates is in conformity with the following standard(s) or other normative
documents(s)

EN 81.20:2020, EN 81.50:2020,
EN 12015:2014, EN 12016:2013
EN 60068-2-6:2008, EN 60068-2-14:2010, EN 60068-2-27:2010

Das bezeichnete Produkt entspricht den Vorschriften folgender europiischen Richtlinien:
The described product is in conformity with the regulations of the following European Directives:

2014/35/EU  Niederspannungsrichtlinie / Low voltage directive
2014/30/EU EMV Richtlinie / EMC directive
2014/33/EU  Aufzugs Richtlinie, lift directive

Bescheinigungsnummern:
Certificate numbers:
TOV-A-AT-1-11-0282-EUES-5

Anbringung der CE- Kennzeichnung: CE0408

Affioxation oer: CE0408
[

Ganserndorf Georg Spitzer
22.04.2025 Geschéftsfiihrer / General manager

ENA3-EU_conformity 2025_04.docx Datum: 05.11.2024, Seite 1 von 1
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Type examination diagram Traction lift — Hydraulik lift

option: when using atomatic doors, the monitoring 10/11 can be done
between car door contact and shaft door contact.

shaft door revolving door car door
N contact lock contact
safety circuit
suppl ® ® . ® ® 1 ® ® ® " - L

I

- main

- ¥ opens the ACTUATOR must be contactors
safety circu '.t connection controlled by the
magnetic tape for re—levelling in case of lift control!
in each door zone opens the any fault
(ca. 20cm) connections A3 ACTUATOR
ENAJ3 tem boundary for test governor coil or
200000000800t 0eererseersrincrscssccsrechecccecscccccehocceceflecccodeccccnccccrefecrrcccccee e brake CO“ or

safety valve

return conductor

diagnostics  gqfety circuit
switch

<:>1E's'1'5

approved safety—

|
|

/o

-

I

I

I

I

|

I

I

|

I

I

o |

I

; I

T 2:82; ;’gf,;m,’:f safety- relay K1,K2K3 o=
P 3 :(-): S E
................ o ( -). —_—— approved E K checks the function
. Safety circuit 17, ¢ of A3 Actuator
door zone switches © | VARIOTECH ENA3 | monitoring | ?:li;e;y% K2 .
¢ | TUV—A—-AT—1-11-0282—XXXX-X | ] ’ | *
o CE0408 -~y T .
nave. 1o be fuliied the following - s : e Noi4gi If no diagnostic switch
tandards: . : : s : . will be connected
§N°n81°—r596: 2014, 5.6.3.1.2 . | — — — (-): 5¢P: . 59, . strap terminal 5_6
. int I I ) : s 6. . :
| e e noiagi & g
L j 8 11 "*77° |+ Switch version - ¢
- (e : normally open " “switch version
:.............—.F....:.................................... ....E.N.A.q.§ﬁ$?m..b.o.l{rlqg[¥...: (NO) normally closed (NC)
Supply 24VDC, 0,2A
return conductor
safety circuit
Yariotech ENA3 Safety circuit ENA3 lift Contro”eEvagg‘ diagram Date sheet
. . embedded ENA3_Plan 15.04.2021 1
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